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B PLAN / 1:20 / BARRIER OMITTED

250 mm C/C

MODULE LENGTH = CONCRETE BARRIER ELEMENT LENGTH

C OFFSET SECTION / 1:20

125 x 20 mm

WHITE GRP RAIL

M10 x 100 mm

Level barrier top. Galvanized metal connections.
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PLAN ANGLE / 1:5

125 mm
65°

25°

65° to rail = 25° from transverse

Blade and base axes aligned; blade vertical

REFLECTORS / LINE LAYOUT / 1:100

0 mm

2500 mm 2500 mm 2500 mm 2500 mm

70 x 150 mm on BOTH faces at each marked station.
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Modular GRP anti-glare screen / AG-600

DOC: J3-GRP-ANTI-GLARE-SCREEN-600 SCALE: as shown PAGE: 1/1

DATE: 2026-10-03 UNIT: mm PAPER: A3 / 420 x 297 mm LANG: EN

Modular GRP anti­glare screen / AG­600
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800 mm HIGH

REPRESENTATIVE CONCRETE BARRIER

4000 mm MODULE LENGTH

M10 x 100 mm anchors at ~1000 mm; first / last edge 500 mm

16 blades / module; first centre 125 mm ; last centre 3875 mm

Flat 125 x 5 mm profile; no edge folds.

600 mm + 4 mm + 20 mm = 624 mm

200 mm TOP

600 mm BASE

72 mm EMBEDMENT

Offset cut: blade x=125 mm / anchor x=500 mm .

RAIL SECTION / 1:2 / GROOVES

125 x 20 mm envelope; four trapezoid grooves .

Grooves: 14 mm mouth / 8 mm roof / 6 mm deep.

DETAIL A / CONNECTION / 1:2

ONE BASE; 135 mm x 60 mm plan

4 mm plate/wall; 50 mm ears

54 mm overall; 2 M6 x 20 mm

2 rail screws M6 x 20 mm

Holes DIA 7 mm ; no load rating.

4000 mm 8000 mm 12000 mm

First station 125 mm ; phase continues across joints.
Top offset 50 mm ; film 0.5 mm ; white appearance .
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