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GRP TRAFFIC & ROAD SAFETY PRODUCTS - SPECIFICATION TEXT

GRP snow fence

1. Subject and scope

This specification covers the supply of grp snow fence. The function and place of use follow the definition below:

The GRP snow fence is set along the roadside to stop wind-driven snow from closing the road. It substantially
reduces the work of clearing snow blown onto the carriageway. The GRP louvre panels, set between galvanised
steel posts, do not rust and come through an impact test at =30 °C without cracking. Two standard heights are
made (1.50 and 2.30 m); other heights and lengths are made to order.

2. Features

The feature table is given in writing with the quotation.

3. Dimensions and classes
Height

Post spacing

Post section

Rails

Louvre profile

Panel cap

Foundation

Concrete

Brace

Brace connection

Line ends

Panel

Colour
Caps
Cap fixing

Steelwork

1.50m-2.30 m

2.00m

Box section 60%x60%3 mm (1.50 m) - 70x70x3 mm (2.30 m)

3 rows (1.50 m) - 5 rows (2.30 m); 25x5 mm flat bar

55x8x3 mm, edges folded at 135°

U profile 60%26x3 mm, top and bottom

60%40 cm, 40 cm deep (1.50 m) - 70x50 cm, 50 cm deep (2.30 m)
C30/37, reinforced

Same section as the post; one every 4 bays (1.50 m) or every 3 bays
(2.30 m)

Welded to the post at 45°; lower end 35-50 cm into the foundation
concrete

Two opposing braces

Vertical GRP louvres threaded into hot-dip galvanised, PVC-coated
chain-link mesh, overlapping side by side

White
Panel: white GRP U profile, wall 2 3 mm - post top: white PVC
= 1.50 mm galvanised stainless tie wire

Hot-dip galvanised to TS EN 10240, 488 g/m? (TS EN ISO 1461; zinc to
TS EN 1179)

Technical questions: the form at trafficindustries.com — same-day answer. Not an order contract; final values are given in writing with the quotation.
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4. Documentation
The governing document and standard are stated in writing at quotation.

Test results and documents are shared only with the report and the document; no class name is cited without its
document.

5. Packing and delivery

Packing, unit/pallet layout and lead time are stated in writing in the quotation.

6. Quotation and contact

Quotation requests go through trafficindustries.com or info@trafficindustries.com; the quotation is prepared the
same day against quantity, variant and delivery terms.

Technical questions: the form at trafficindustries.com — same-day answer. Not an order contract; final values are given in writing with the quotation.
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